
Part no. Reference Description Thread Weight (kg)
22 6 1312-2NS PAT-Drill-201 Drag bit, 3 1/2" (90 mm ), 2-wings no step 201 BOX, 50 mm Drill pipe 1.5
22 6 1312-3NS PAT-Drill-201 Drag bit, 3 1/2" (90 mm ), 3-wings no step 201 BOX, 50 mm Drill pipe 1.8
22 6 1334-3NS PAT-Drill-201 Drag bit, 3 3/4" (95 mm ), 3-wings no step 201 BOX, 50 mm Drill pipe 1.9
22 6 1400-3NS PAT-Drill-201 Drag bit, 4" (100 mm ), 3-wings  step 201 BOX, 50 mm Drill pipe 2
22 6 1412-3NS PAT-Drill-201 Drag bit, 4 1/2" (115 mm ), 3-wings no step 201 BOX, 50 mm Drill pipe 2.4
22 6 1412-3S PAT-Drill-201 Drag bit, 4 1/2" (115 mm ), 3-wings step 201 BOX, 50 mm Drill pipe 2.5
22 6 1534-3S PAT-Drill-201 Drag bit, 5 3/4" (146 mm ), 3-wings step 201 BOX, 50 mm Drill pipe 3.8
22 6 1600-3S PAT-Drill-201 Drag bit, 6" (150 mm ), 3-wings step '201 BOX, 50 mm Drill pipe 3.9
30 6 1400-3S All models Drag bit 4" (100 mm ), 3-wings step 2 3/8 API Reg Mod. PIN 3.5
30 6 1412-3S All models Drag bit 4 1/2" (115 mm ), 3-wings step 2 3/8 API Reg Mod. PIN 3.6
30 6 1534-3S All models Drag bit 5 3/4" (146 mm ), 3-wings step 2 3/8 API Reg Mod. PIN 4.7
30 6 1600-3S All models Drag bit 6" (150 mm ), 3-wings step 2 3/8 API Reg Mod. PIN 4.8
30 6 1612-3S All models Drag bit 6 1/2" (165 mm ), 3-wings step 2 3/8 API Reg Mod. PIN 5
30 6 1700-3S All models Drag bit 7" (178 mm ), 3-wings step 2 3/8 API Reg Mod. PIN 6.5
30 6 1800-3S All models Drag bit 8" (200 mm ), 3-wings step 2 3/8 API Reg Mod. PIN 7.4
30 6 1900-3S All models Drag bit 9" (230 mm ), 3-wings step 2 3/8 API Reg Mod. PIN 8
30 6 1900-4S All models Drag bit 9" (230 mm ), 4-wings step 2 3/8 API Reg Mod. PIN 8.5
30 6 1000-4S All models Drag bit 10" (250 mm ), 4-wing step 2 3/8 API Reg Mod. PIN 10
30 6 1200-4S All models Drag bit 12" (300 mm ), 4-wing step 2 3/8 API Reg Mod. PIN 15

Part no. Reference Weight (kg)
00 6 2530 CARBIDE PIECE,  25.3-12.6-4.5 mm.
00 6 1670 CARBIDE PIECE,  16.7-12.0-4.5 mm.
00 6 1600 CARBIDE PIECE,  16.0-7.5-4.5 mm.
00 6 1400 CARBIDE PIECE,  14.0-10.0-4.5 mm.
00 6 1700 CARBIDE PIECE,  17.0-10.5-4.5 mm.
00 6 2050 CARBIDE PIECE,  20.5-14.5-4.5 mm.
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PAT manufactures a complete range of drag bits in
our factory sited in Bangkok (Thailand), all finished with
high grade tungsten carbide.
Drag bits are available on 4-, 3-, or 2-wing shape, with step
or no-step edges, standard rang in sizes from 3 1/2" to 12"
(90-300 mm) diameter. However in house design and
manufacture can meet any customer requirement.
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Tungsten Carbides for Bit Repairing

Drag Bits
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